
Colossus XL Olive Harvester

Standing at a massive 5.85m tall and weighing 28 tonne, Leda’s 

Colossus XL over the row Olive Harvester is built in Mildura, Victoria 

by Leda with 96% efficiency in removing fruit from fully grown trees. 
Leda have invested years of manufacturing and research to make 

this the best choice harvester for local conditions.

Boasting a 6.8l 6 cylinder turbo diesel John Deere engine, latest quality 

hydraulic system and advanced electronic systems the Colossus XL 

can also be customised to suit the individual conditions of each grove, 
and built to withstand the tougher Australian conditions using mainly 

Australian made products.

Leda offers life time servicing, by their team of local fully trained 
technicians, available for maintenance and pre-season servicing as well 
as 24hrs/7 days during harvest season for emergency breakdowns.

Leda Ag Pty Ltd. 666 Benetook Ave, Mildura VIC 3500 

+61 3 5022 4828   www.leda.net.au

Australian made parts and components  |  Locally owned and operated  |  Exceptional customer service

Each harvester is designed and 

built to the customers individual 

requirements. With an in-house 3D 

drafting department, Leda can 

demonstrate the custom design 

before it is manufactured.  



STRUCTURAL MEASUREMENTS 

Total length 8.5 m

Maximum width 6.8 m

Transport width 5.5 m

Weight 28 tonne

HARVESTING TUNNEL MEASUREMENTS

Maximum height Adjustable

Maximum width 4 m

Maximum incline 25˚

WHEELS

Tyres 600/55-26.5 high flotation
Rims High quality Australian made

ENGINE

Make  John Deere
Model  6068T, 6.8L Powertech, 6 cylinder 

turbo diesel

Power @ 2200 rpm 170hp/125kw
Fuel tank capacity 715 L
Electric system/alternator 120A

TRANSMISSION

Type Hydraulic – 90:1 ratio

Brakes Yes
High/low speed Yes
Torque @ 40 rpm 16,000 Nm

Differential Yes - diagonal
Harvesting speed 0.2 to 2 km/h
Travel speed 2 to 7 km/h

HARVESTING SYSTEM

Number of picking heads 2 (4)
Maximum head height 3500 mm

Head diameter (with standard rods fitted) 1800 mm
Head movement  0-1600 mm
3rd Head option - increased picking height 1 m

HARVESTING CAPACITY

Tonnage per hour 5

ELECTRONICS FEATURES

– Full 4 wheel Ackerman’s Steering – Simple harvest control screen 
– Full colour TFT screen for driver – LED, HID and fluorescent lighting
– Automatic steering in harvest mode – Quality Bosch-Rexroth controllers 

CAMERA SYSTEM

– Full colour LCD quad split screen 

– Heavy duty infrared cameras 
– Camera for conveyors and reversing 

SAFETY FEATURES

– Full perimeter handrails and decks – Engine shut down in event of;
– Multiple stop buttons, in convenient locations  Low engine oil pressure

– Drive disabled if tree collision occurs (including alarm)  High engine coolant temperature
– Mechanical deck for safe picking rod replacement  Low hydraulic oil level

OPTIONS*

– Differential lock (for low traction areas) – Top 3rd picking head (for extra tall trees)
– Reinforced cabin cage for large trees – Contractor friendly options 
– Front fruit discharge chute (over the row standard) – Air conditioning

* Options dependent

Quality products are of 

the highest priority at Leda 
Quality Assurance checks are 
performed at every stage of 
production, on every section of 
the harvester. From the fabrication 
to the assembly, and electrical to 
hydraulics, everything is checked. 
Once complete, every harvester 
undergoes thorough operation 
testing and adjustment. 
 
Leda takes pride in providing 
quality guaranteed service 
and product. 

24 Hour Emergency Service

Spare parts: 03 5022 4828
Service breakdown: 
0439 344 024
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